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>  LAB/SLV/E SERIES
HIGH POWER DC SOURCE & LOAD

The LAB/SLV/E series 100kW/150kW/200kW/250kW/300kW for single 

system, up to 4 individual systems can be paralleled to up to 1.2MW system. 

LAB/SLV/E series has an auto-ranging output function. LAB/SLV/E standard 

models provide 1000V/ 1500V12000V voltage and x2/x3/x4 current. 

LAB/SLV/E series uses bi-directional design, which can be used as DC power 

source or regenerative DC load. CV/CC/CP/CR operation modes are 

available for both sourcing and sinking. 

The LAB/SLV/E series incorporates a hardware architecture based on dual 

DSP and FPGA, delivering powerful processing and precise control. This 

platform en-ables real-time data sampling, and storage. The waveforms are 

displayed at a sampling rate of 10 k/s. LAB/SLV/E series provides 

comprehensive monitoring and protection for all critical components and 

communication links. This inte-grated design ensures system stability and 

reliability, making the LAB/SLV/E se-ries a high-performance power solution 

for demanding industrial applications. With touch panel on the front panel, 

users can control the power source through GUI software. System status 

indicators and emergency stop button are installed on the front panel. RS485 

and LAN interfaces are available for automated test applications. 

> Features
• Output Power: 100kW/150kW/200kW/250kW/300kW

• Output Voltage: 1000V/1500V/2000V

• Output Current: *2 / *3 / *4

• Auto-Ranging Output

• Soft start: effectively restrain the impulse current when power on

• Seamless transition between source and sink modes

• Current rise time (0% -90%) <5ms

• CC/CV/CP/CR mode available

• Regenerative DC load function

> Bi-Directional (Re-generative)

LAB/SLV/E series can operate in source and sink

mode. lt has the capability to return the energy

fully back to the grid.

• Master-Slave interface

• LAN/RS485 interfaces

• Emergency stop button and indicators on front panel

• TFT-Touch panel operation

• Mod-bus protocol

• Output contactor

• Remote sense

• CE conformity

• 13 months Warranty

> Re-generative DC Load

LAB/SLV/E series can be used as regenerative DC 

electronic load. DC load simulation includes 

constant current, 

constant resistance, constant voltage, and constant 
power modes. 
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> Automatie wide range output

LAB/SLV/E series has an automatic wide-range output function, 

such as: high-voltage small current or low-voltage large current 

(also ap-plicable in sink power mode). The same model of power 

supply can cover a wider range of power applications. 

> Battery Test

LAB/SLV/E series provides battery test software and can be used 

for char-acterization of power battery packs. lt is used to test the 

charging and discharging performance, temperature rise 

characteristics, and cycle life of the power battery pack. Through 

the GUI software, dif-ferent charging and discharging profiles can 

be programmed, and test results are displayed in real time. 

> Battery Simulation

LAB/SLV/E Series provides battery simulation software and can 

simulate the charging and discharging characteristics of the power 

battery pack/package and provide a convenient and efficient 

testing method for the development and testing of new energy 

vehicle motors etc. 

> PV Simulation

LAB/SLV/E series provides PV simulation software and can be used 

to simulate IV curves of various solar panels, under various 

temperature and irradiance condition, and conduct static and dynamic 

MPPT tests according to EN 50530:2010. MPP Update Rate: 

200Hz. lrradiance 

levels: 0 ~ 1500 W/m2. Temperature: -10 ~ +100°C. Temperature coeffi- 

cient: +1% ~ -1%/°C.
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> Block Diagram

GUI software is installed in front tauch panel, which uses Windows 

OS. The software provides following functions: 

Output settings and limits 

Sequence output settings 

Display measurements: voltage, current, power, etc. 

Capture, display and save output voltage and current waveforms 

Display power source faults 
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Output Ranges 

Standard Models Specification 

LAB/SLV/E 100-1000-200 100kW 1000V 200A 800*900*1900 1200 

LAB/SLV/E 100-1000-300 100kW 1000V 300A 800*900*2100 1300 

LAB/SLV/E 100-1000-400 100kW 1000V 400A 800*900*2200 1400 

LAB/SLV/E 100-1500-133 100kW 1500V 133A 800*900*2100 1150 

LAB/SLV/E 100-1500-200 100kW 1500V 200A 800*900*2100 1200 

LAB/SLV/E 100-1500-266 100kW 1500V 266A 800*900*2200 1300 

LAB/SLV/E 100-2000-100 100kW 2000V 100A 800*900*2100 1150 

LAB/SLV/E 100-2000-150 100kW 2000V 150A 800*900*2100 1200 

LAB/SLV/E 100-2000-200 100kW 2000V 200A 800*900*2200 1300 

LAB/SLV/E 150-1000-300 150kW 1000V 300A 1000*900*1900 1400 

LAB/SLV/E 150-1000-450 150kW 1000V 450A 1000*900*2100 1500 

LAB/SLV/E 150-1000-600 150kW 1000V 600A 1000*900*2200 1600 

LAB/SLV/E 150-1500-200 150kW 1500V 200A 1000*900*1900 1300 

LAB/SLV/E 150-1500-300 150kW 1500V 300A 1000*900*2100 1400 

LAB/SLV/E 150-1500-400 150kW 1500V 400A 1000*900*2200 1500 

LAB/SLV/E 150-2000-150 150kW 2000V 150A 1000*900*1900 1300 

LAB/SLV/E 150-2000-225 150kW 2000V 225A 1000*900*1900 1300 

LAB/SLV/E 150-2000-300 150kW 2000V 300A 1000*900*2100 1400 

LAB/SLV/E 200-1000-400 200kW 1000V 400A 1000*900*1800 1700 

LAB/SLV/E 200-1000-600 200kW 1000V 600A 1000*900*2000 1850 

LAB/SLV/E 200-1000-800 200kW 1000V 800A 1000*900*2200 2000 

LAB/SLV/E 200-1500-266 200kW 1500V 266A 1000*900*1800 1600 

LAB/SLV/E 200-1500-400 200kW 1500V 400A 1000*900*1800 1700 

LAB/SLV/E 200-1500-533 200kW 1500V 533A 1000*900*2200 1800 

LAB/SLV/E 200-2000-200 200kW 2000V 200A 1000*900*1800 1600 

LAB/SLV/E 200-2000-300 200kW 2000V 300A 1000*900*1800 1680 

LAB/SLV/E 200-2000-400 200kW 2000V 400A 1000*900*1800 1700 

LAB/SLV/E 250-1000-500 250kW 1000V 500A 1000*900*2000 1900 

LAB/SLV/E 250-1000-750 250kW 1000V 750A 1000*900*2200 2100 
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LAB/SLV/E 250-1000-1000 250kW 1000V 1000A 1800'900'2200 2300 

LAB/SLV/E 250-1500-333 250kW 1500V 333A 1800'900'1800 1800 

LAB/SLV/E 250-1500-500 250kW 1500V 500A 1800'900*2000 1900 

LAB/SLV/E 250-1500-666 250kW 1500V 666A 1800'900'2200 2100 

LAB/SLV/E 250-2000-250 250kW 2000V 250A 1800'900'1800 1800 

LAB/SLV/E 250-2000-375 250kW 2000V 375A 1800'900'1800 1800 

LAB/SLV/E 250-2000-500 250kW 2000V 500A 1800'900*2000 1900 

LAB/SLV/E 300-1000-600 300kW 1000V 600A 1900'1000•2200 2400 

LAB/SLV/E 300-1000-900 300kW 1000V 900A 2800'1000'2200 2600 

LAB/SLV/E 300-1000-1200 300kW 1000V 1200A 2800'1000'2200 2800 

LAB/SLV/E 300-1500-400 300kW 1500V 400A 1900'1000'2200 2300 

LAB/SLV/E 300-1500-600 300kW 1500V 600A 1900'1000•2200 2400 

LAB/SLV/E 300-1500-800 300kW 1500V 800A 2800'1000'2200 2550 

LAB/SLV/E 300-2000-300 300kW 2000V 300A 1900'1000•2200 2300 

LAB/SLV/E 300-2000-450 300kW 2000V 450A 1900'1000'2200 2300 

LAB/SLV/E 300-2000-600 300kW 2000V 600A 1900'1000'2200 2400 

Note: Total weight < 1400KG, the cabinet bottom is wheel structure; otherwise, it is channel steel structure. 

> AC Input Configuration1

Please specify the input voltage (L-L) 

/380, Input Voltage 380VLL±10%, 3P+N+PE/3P+PE 

/400, Input Voltage 400VLL±10%, 3P+N+PE/3P+PE 

/480, Input Voltage 480VLL±10%, 3P+N+PE/3P+PE 
1. Other AC input is available, please consult factory. 

> Model Configuration
LAB/SLV/E AAA-BBB-CCC/DDD 

AAA: Power, kW 

BBB: Voltage range, V 

CCC: Current range, A 

DDD: Input configuration 
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Need assistance or have any questions?
We’re here to help – contact us.

 We are available from
 Mon. to Thurs.: 8 AM to 5 PM
 Fri.: 8 AM to 3 PM

Call us at:
+49 (0)6205 - 3948-0

Send us an email:
 info@et-system.de

Didn’t find a suitable product?
 We’re happy to assist you with a personal consultation or arrange a

demo appointment so you can test the device yourself.

ET System electronic GmbH | Hauptstraße 119-121 | 68804 Altlußheim | Germany
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